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Copyright Notice
Copyright Incorporated 2010. All rights reserved.

Disclaimer

Incorporated shall not be liable for technical or editorial errors or omissions contained
herein; nor for incidental or consequential damages resulting from furnishing this
material, or the performance or use of this product.
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Information in this document may change without notice.

Trademarks

Microsoft, Windows XP, Windows VISTA and Windows 7 are registered trademarks of
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Introduction

The revolutionary USB Server of Elite Silicon Technology utilizes technologies that
streamlines and enhances functionalities between USB devices and multiple PCs.
Current solutions from other companies provide minimum functionalities at high costs.
They use significant amounts of resources and effort to achieve the required features,
whereas the USB Server utilizes significantly less resources for more features. Most
solutions allow printer-only peripheral devices. However, EST’s USB Server allows you
to use a multifunction combo device such as a Multiple Function Printers. Another
added benefit is that you can connect multiple printers/scanners/faxes to the EST USB
Server through a USB Hub. These are just some of the features that make our product
one of the standards today. The USB Server application provides a user friendly
interface between you and the EST USB Server, enabling you to monitor, manage and

use the convenient and powerful functions provided by EST USB Server.

Features

e Centralized remote EST USB Server Management
e Centralized remote EST USB Server Status Monitoring
e Centralized remote USB Device Management

e Centralized remote USB Device Status Monitoring

REV: 1.3



EST USB Server User Manual

Installation

To install the USB Server program, please double click the USB Server setup file.

PhoenixInstall - InstallShield Wizarnd

Welcome to the InstallShield Wizard for
Phoenixlnztall

The InstallShield wizard will install Phoenidnstall on paur
computer. To continue, click Mest.

Cancel I

Then please follow the instructions of the wizard to complete the installation process.

Please reboot the system as requested by the installer when the process ends,
otherwise the software might not work properly.
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Running Program

To start the USB Server program, please double click the shortcut icon of the USB

Server on the Desktop.

This would bring up the main dialog as shown below.
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System Firewall

When you start the program for the time, your Windows OS will prompt you for Firewall
Access. Please make sure you unblock the software or grant it access, otherwise the

program will not work correctly.

Windows XP Firewall Access Alert

2 Windows Security Alert

To help protect your computer, Windows Firewall has blocked
some features of this program.
Do you want to keep blocking this program?

MName: USB Server
Publisher: LISE Server

Keep Blocking J [ Unblaclk I [ Ask Me Later

‘wiindows Firewall has blocked this program fram accepting connections from the
Internet or a network, IF you recognize the pragram o st the publisher, you can
unblack it. When should | unblock & program?

ey =

Please make sure you “Unblock” the program.
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Windows Vista Firewall Alert

L TUSE
File (F) Options (0) View (V) Help (H}

Device Inforamtion

Internet Windows Firewall has blocked this program from accepting incoming netwerk connections, If you
Eidbien unblack this program, it will be unblocked on all private networks that you connect to.
P the risks of unblocking a program?
AT, MNeme: USE Server
S pubiisher: USB Server
Path: Cr\guitush server.exe
MNetwork location: Private network

What are network locations?

[ keepbioding ]l[ @unblock

& QOpen Veb Page

x

J Windows installed new updates
=" Your computer was restarted to finish installing updates.
Sl Click to see which updates were installed.

1710:54 AM

If your system is running Windows Vista, please make sure you “Unblock” the program.
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Windows 7 Firewall Alert

[ File(P) Options (0) View (¥} Help (H)

Device | status | tnforamtion

@ Windows Security Alett

@ Windows Firewall has blocked some features of this program

Windows Firewall has blocked some features of USE Server on all public and private networks,
A7, Name:
S publisher: USE Server
Path: C:\guilush server.exe

Allow USE Server to communicate on these networks:
Private netwarks, such as my heme or work netwark

[ 7] Public networks, such as those in airports and coffee shops (not recommended
because these networks often have littie or na security)

What are the risks of allowing a program through a firewall?

| ow acess ]| [ coma ]

@ Open Web Page

B,

If your system is running Windows 7, please make sure you check both of the network

options and then click on “Allow access” when you see this alert.

Once you have done this once, the system will remember your setting and will not

prompt you again next time you run the software.

WARNING: Failing to provide USB Server software with access through system

firewall will cause malfunction in the program.
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Main Dialog Box

Once you have start up the program and grant it access through the firewall, you will

see this main dialog box.

& USB Server E]

File {(F} Options (07 Miew (%Y Help (H)
Dievice | Skatus | Informmation
=l
” Storage e 4 : I-0 DATA USE Flash Disk
oy H e b
- Seard | Open Web Page
= =

The main dialog box is consisted of a Control Menu (File, Options, View and Help), a
tree view in the middle that displays a list of all the server and devices discovered on
the network, a Search button to get the current status of all USB Servers and devices,
and a button that toggles between Open Web Page and Connect Device depending
on the node you select on the tree view. The Open Web Page button toggles to

Connect Device when a device is highlighted.

-10 -
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Status of EST USB Servers and Devices

The tree view also tells you the status of all the EST USB Servers and devices that are
discovered on the network. An inaccessible USB Servers might or might now show up
on the list. It is either disconnected from the network, powered off or suffering from other
technical difficulties.

The device might be in one of the following states and there are different things you can

do with it in each of the states. Each status is represented by a specific icon.

Device Free

EEX

& USB Server

File (E) Options (00 Yiew () Help (H)
Dievice | Skatus | Infarmation
” Storage U1 G 4 : 1-0 DATA USE Flash Disk
(@] Search j+ Cpen Web P
Ve Earc j pen Web Page
T e

A device with Device Free status is unoccupied and ready to be connected.

-11 -
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Occupied by Yourself

&8 USB Server
File {(F} Options (07 Miew (%1 Help (H)

Device

| Skatus

| InFormation |

q""\.

Search

"W Discannect Device

When the device has been occupied, the icon and Status change to indicate so.

REV: 1.3
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Occupied By Other User

2
>

This status icon indicates the device is occupied by another user on your network and

you can not connect to that device at the moment.

Device on Different Segment

o

This icon with question mark indicates that the server’s IP address is on a different
network segment from your PC. You can NOT connect to a device attached to such
server. Please check your network settings. However you can still change its network

settings.

Unsupported Device

@

Some of the devices are not supported by EST USB server. Such device will be
identified by a stop sign icon as shown. Of course, connecting to an unsupported device

is not allowed.

-13-
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Accessing a Device

& LISAServer
File (F)  Options (2% Yiew () Help (H)

—
=]

=X

Device | Status | Information

Y
\E%; Search @ Conneck Device

To connect to a USB device, please select it on the tree view and click on Connect
Device button or double-click on it. This process might take a few seconds up to a
minute, depending on the complexity of the device. Then you can operate a

connected USB device as if it is connected to your PC’s USB port directly.

-14 -
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If you select a connected device on the Ul, you can see that the Connect Device button

is changed to Disconnect Device:

& LJSBServer
File (B}  Ophions (23 View (W) Help (H)
Device | Status | Information
S -
Y
b Search .« | Disconnect Device
NN e

Clicking on this button releases the selected device for other users. Once you see the
icon turns back, the device has been disconnected and other users will then be able to
connect to it.

This operation is exactly like when you unplug a USB device from your PC’'s USB
port.

-15-
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Server Configuration

& LSBServer
File (F) Options (23 View (W) Help (H)
Device | Skatus | Information
= §
i Skorage I:ﬁl Device Free SanDisk U3 Cruzer Micro
= :
l~, ) Search W%  OpenWeb Page
o

We allow the users to configure the settings of the EST USB Servers via the web-based

Ul. Select the target server on the tree view and then click on the Open Web Page

button or the same option on the right-click menu of server icon, to bring up the web-

based configuration UI.

REV: 1.3
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Configuration with Web-based Ul

Your default web browser will pop up and take you into the web-based Ul of the server.

= Network USB Server - Windows Internet Explorer

B[]
—— - ]
(€13] \g hirpe/192.168.1.149/ V|; @;Efy_‘f)ﬁ EC"'"U‘E “p i

Fle Edt Wew Favorkes Took Help

i Favorites | @ Nstwork LISE Server ] [ ] dm v Page~ Safety - Tools - @+ ”J

Us8 serer
Password Change Generic
Network USB Server
V. 2.020.000
0 days, 0 hours, 0 minutes, 6 seconds.
003

Done & Internet 4g v Bioew -

This is the main page. You can see the important information about the EST USB
Server and the device(s) connected to it. The 4 links at the left-hand side take you to

different pages with other information about this server or functions you could perform.

-17 -
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Network Information

{2 Network USB Server - Windows Internet Explorer

G_G} @ | i 1521681199 MERSENE B |E28

Fle Edt Yew Favorkes Took Help

i Favorites |(éwatwnrkusa Server | ! Ep - B OO @m v Page~ Safety - Tooks- @@v |

|
Leading the Evolution in |
Miniaturized Server Design |
|

I |
‘
Network

Restart Device Auternatic (DHCP)

192.168.1.149
| 255.255.255.0
00:02:04:00:02:a3

Done

€D Internet 45 - Bioow -
This page displays the current network setting of the server, like the current IP setting
and the MAC address.

-18-
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Server Reset
Clicking on this link takes you the page shown below:

- Windows Internet Explorer:

/192.168.1.149/

Fle Edt Yew Favorkes Took Help

S Favorites |{éwatwnrkusasewer ‘7| 08 [ gm v Page > Safety - Tools - (g~ |
|
|
{
|

I Restart Device ‘
‘
e B
Restart Device
= iR Password *Hust Provide If Available®
assword Change
i
Dane & Internet 4y - Bioow -

Click on the Submit button with the correct password provided will reboot this EST USB
Server. If no password has been set, then simply click on Submit button to perform this

function.

-19-
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Change Password

Clicking on this link takes you to the password update page below:

- Windows Internet Explorer:

/192.168.1.149] o [E] (42| | [2F cooot (ol
[&]l% < [ |3

Fle Edt Yew Favorkes Took Help

i Favorites |eNatwnrkuSBSErver ‘ ! %5 v B O = v Page - Safety - Tools- @ i

Password Change ‘

e o
Restart Device
Current Password l:l *Must Provide If Available®

Password Change

Dane & Internet 4y - Bioow -

To change the password, you must enter current password, enter new password and
enter it again for confirmation, and then click on Submit to set the new Password. If you

are setting the password for the first time, you don’t have to provide current password.

-20 -
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Configuration with the Utility

Another way to configure the server is via the configuration dialog of USB Server. To
bring up the configuration dialog, please RIGHT-CLICK on the server icon to bring up

this menu, and select Server Configurations

& USB Server

File {(F} Options (07 Miew (%1 Help (H)

Device | Skatus | Information |

=B JSB Seryer (197 168.1.731

Server Configurations

P Stu:ur'; Open Web Page Free 4 : I-0 DATA LISE Flash Disk,

q""\

\\% Search J ‘ 'B Open Web Page

-21 -
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& Server Configurations

Network Setting :
Serser MNarme :USE‘ Server

] Usa DHCRE

IF Address

Subnet:

Connect automatically by port

CIPort 1 ClPart 2

CIPart 3

I Part 4

Cancel

Backup Firmware

Update Firmware

Change Fassword

Restarnt Server

You might be prompted to enter password if a password has been set. If not, you will

immediately see the above dialog.

Sever Name: This field allows you change the Server name. Change it whatever you

want.

USE DHCP: When this field is checked, your server acquires IP address automatically.

Uncheck it and you can enter IP address automatically.

NOTE: You can apply this function to a server under different network segment.

HOWEVER, some router/switch hub does not allow communication between

servers under different segment. In this case, you won’t even see the server on a

different network segment.

REV: 1.3
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Connect Automatically By Port: This is a new function that, when enabled, any USB
device plugged into the enabled port will be connected automatically. Please see

Featured Functions chapter for a detailed description of this function.

Backup Firmware: this function is a fail-save mechanism for the Update Firmware
function. Just browse to where you want to save the backup file and click on Save to

save the file.

Update Firmware: update firmware with this function. Use the Browse button to

choose the firmware to update. Click on Open to start.

Change Password: Simply enter the new password and enter it again for confirmation.

Click on Submit to change.

Restart Server
This button reboots the server. Please note that this function will not work if the server

you attempt to reset has a device connected to it and the device is occupied by a user.

-23-
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Featured Functions

Connect Automatically for Printing

This is another one of our very convenient functions.

| & USB Server E”EJEl

File {F} Options (0 MWiew (%Y Help (H)

Device Status Information

Device Properties

gy Connect Device

Connect Device Automaticalky

v Connect Automatically For Printing

Create a Shortcut on Your Desktbop

D .
R Search C LD
.\% =E s ‘ @ onneck Device

What this function does it that when you send a printing task to this printer, it detects
this printing task and AUTOMATICALLY connect this printer to print out the document.
When the printing task is done, the printer will then be AUTOMATICALLY disconnected
so that other users can use it. The user no longer has to manually connect and
disconnect the printer.

NOTE: This function will be enabled for printers or MFPs that has been installed
and used on your PC. For a new printer/MFP, please make sure you have installed
it (has been connected via USB port or via USB Server software and worked

correctly) on your PC first.

=24 -
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Automatic Connection

There two ways to automatically connects USB devices: automatic connection by

device and automatic connection by USB port.

Automatic Connection by Device

& USB Server E”EJ El

File {F} Options (0 MWiew (%Y Help (H)

Dievice | Skatus | Informmation

Connect Device
Device Properkies

Connect Device Automaticalky

Create a Shortcut on Your Deskbop

=
G i
M 0] Search Conneck Device
= ‘ [@

Once enabled, THIS PARTICULAR DEVICE will be automatically connected when:

1. The software starts up and the device is online and Free.
2. The software is running and the device comes online.
3. The software is running and the device status changes to Free from any other type

of status.

HOWEVER, if the user manually disconnects the device, it will NOT be automatically

connected again until the software has been restarted.

-25-
REV: 1.3



EST USB Server User Manual

Automatic Connection by USB Port

& Server Configurations

Metwark Setting ;

Serser Mame !USB SErver |

#]Usa DHCP

IP Address

Subnet:

Connect automatically by port
ClPort1 OPortz  [OPort3  [Portd

[ Cancel ]

Backup Firmware

Update Firmmeeare

| |
| |
| Change Passward |
| |

Restant Server

When this function is enabled for the port, the USB devices will be automatically

connected when:

1. The device is plugged into the port when the software is running.
2. The device is plugged into the port and is Free when the software starts up.
3. The device is plugged into the port and the status changes to Free from any other

status when the software is running.

Also, like automatic connection by device function, if the user disconnects the device
manually, it will NOT be automatically connected again until the software has been

restarted.

-26 -
REV: 1.3



EST USB Server User Manual

Create a Shortcut on Your Desktop

4 LJSB Server
File (F)  Options (0% Yiew () Help (H)

Device Status Information

Ay, Printer W Free EPSOM Stylus £45
S w
- e g

Conneck Device

Device Properties
| [ Connect this device when application skarts |

Fa) e
\1-\;‘; Search I‘u J Connect Device

This function creates a shortcut on your Desktop that, when double clicked, starts up an
application and connects a targeted device at the same time. This function is particularly
useful when the functions or one of the functions of the targeted device must work with
a specific application, such as a multi-function printer and the photo/picture scanning
utility. Normally, if you want to scan with a scanner connected to a USB server, you
must first connect the Scanner with the USB Server software, then run the scan
software and start scanning. When you finish with scanning you have to close the scan

software and then disconnect the scanner so that other user can use it.

However, this shortcut function consolidates these steps into two quick double-click.
Let's see a sample use case.

-27 -
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Take this EPSON MFP as an example.

& LIS Server
File (FY Cptions {203 View (M) Help {H)

Device | Status | Information |

u” Storage | Free Sunplus Technology Co,,Ltd, USE to Serial-ATA bridge

< iyt | [ BNsseon

(2%
\a) Search Connect Device

Right click on it and select the “Create a Shortcut on Your Desktop” option.

& LUSB Server
File (F  Options (00 Wiew (V) Help (H)

Device | Status | Infarmation |

k.

up” Storage @I Free Sunplus Technology Co. Lkd. USE to Serial-ATA bridge

e

Conneck Device

Device Properties

Connect this device when application starts
Connect Automatically For Printing

Create a Shorbeut on Your Deskkop

k'( T ;
\%,- Search Conneck Device

-28-
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Then you will see this setup dialog pops up.

Device Status Information

= USB Server {192.168.1.50)

Create a Shortcut on Your Desktop

Flease select application to launch

Gl

* Dowble-click on the shortcut created connects the device and launches the selacted application

*The device will be automatically disconnectad when you exitthe application.

oK J I Cancel

Search l\ﬁ‘ Cannect Device

So, this EPSON MFP comes with a scanning application called EPSON Scan. You can
see a shortcut of this EPSON Scan software being placed on your Desktop. Now you
can either Drag-and-Drop the EPSON Scan shortcut into the highlighted text filed.

-29-
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Or you can use the browse button to select the shortcut.

Look in: | [Z} Desktop

5 LMy Documents

| ") _{’ My Computer
My Recent My Metwork Places
Documents

T % —
| [Etshartout to LISE Server

Desktop

My Documents

e
Iy Computer

File rarmes |EPSON scan
‘_ '] Files of type: EXE File [*.xe)
3

[ 0pen as read-only

My Metwark.

_ :\5 search

-30 -
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Either way, observe that the program path has been correctly captured and then click
on the OK button.

Device Skatus Information

= USB Server (192.168.1.50)

Create a Shortcut on Your Desktop

Flease select application to launch

( y | | CAWINDOWSitwain_32ie scnchAe sndy.exe

* Double-click on the shorcut created connects the device and launches the selected application

*The device will be automatically disconnected when you exitthe application.

0K } I Cancel

Search l\ﬂ‘ Connect Device

-31-
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Then you will see a new shortcut being created on the Desktop.

Device Status Infarmation

= USB Server (192.168.1.50)

= | 'ﬁ!

N Search |_0' Connect Device
N —

The naming rule of the new shortcut is adding a “Network” prefix to the name of the

original shortcut.

-32-
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Now, when you double click the new “Network EPSON Scan” shortcut, the software

runs and the EPSON MFP gets connected at the same time.

puter

k-

£ [PSON Scan

Mode:

E P S O N S can Full Auto Mode

Device Status Information

= USE Server (192.168.1.50)

w” Storage ‘0- Free Sunplus Technology Co,,Ltd, USE to Serial-aT#A bridge
= S/

Cx4700 To scan in Full Auto Mode, position or load
d Scan the material you want to scan, then click
Scan,
EEREBE Far Color Restoration and other options, click the
Custamize button and then make the settings.
Show this dislog bow before nest scan

i “ou can change the scan mode in the Mode list box Help =
at the top right of the window. S Search
Close A @

Disconnect Device

You can then start your scanning task.

-33-
REV: 1.3



EST USB Server User Manual

When you are finished, simply close the EPSON Scan utility and the EPSON MFP will

be disconnected automatically.

4 USB Server
File (F)  Options (0)  Wiew () Help (H)

Device Status Information

= USE Server (192.168.1.50)

wp” Storage

o- Free Sunplus Technology Co.,Lbd, USE to Serial-ATA bridoe
|

= 0

Search II:ﬂ' Connect Device

Now you can operate your MFP or Scanner with a shortcut on your Desktop and keep

the USB Server software minimized at the system tray.

-34 -
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Auto Disconnect Printer/MFP/Storage Device

These functions are there to prevent the case when one user connected a Printer or

Storage device but forget to disconnect when he/she is done with the device.

&8 LISB Server |Z]|E][£|
File (F) Relslaly=ied® Yiew ()  Help (H)
| A 1
L L ]
Device angue.nge( :I_ . | Information |
Fun this application when PC starts up, (A3 Crl+A {
= Server Configurations (5] Chrl+5
o Weh P O Chrl+0
e Wb P50 10) ; EPSON Stylus CX4700

Il

Canneck Device () Chrl+iC
Disconnect Device (D) Chrl+D
: ChER

Request Disconnect Device (R)

Device Prapertiss (P) Chl+P Surplus Technaology Cao.,Lbd: USE ta Serial-ATA bridoe

Disconnect Storage Device when Ide (T)]  Chrl+T
Disconnect Printer when Idle (P Chrl+P

\}, Search J ‘ &: Open Web Page
ke fogm:.

-35-
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When these two functions are enabled, you will see this message when you connect a

Storage device or a printer:

4 |USB Server
File (F)  Cpbions {0y Misw (v Help(H)

| Skatus InFarmation

EPSOM Stylus Cx4700

Message

-
\l) This IUSE storage device will be disconnected if it stayvs idle for 60 seconds.

oy ety
[\L:% Search @ Disconnect Device

-36 -
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When the Idle time is up and the device has been disconnected, you get another

notification:

4 ISB Server |z| |E”z|
File:iF) = Optians (0} Yiew (4] HelpiH}

| Status | Information

EPS0OM Stylus Cx4700

Q This USE storage device has been disconnected because it has been idle for 60 seconds,

\%. Search ‘ w Disconneck Device

NOTE: This function might not work with Storage device such as pen driver/flash
driver. These devices tend to periodically (on a millisecond base) communicate
with the OS even when the user is not reading data from it or writing data to it. So
it never actually stays “ldle” and will never be automatically disconnected by this
function. External USB HDD type storage device does not have this problem.

-37-
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Device Property

Clicking on the Device Property to bring up the Device Property dialog box.

& LSB Server
File (F)  Options (03 View (W) Help (H)

T

B[i=1/e3

Device

Q Printer

—

| Status

-
]
o
1]

o

| Trfarmation i

EPSOM Stylus C45

Conneck Device

Device Properties

Connect this device when application starts

Create a Shorkeut on Your Deskbop

Seatch J

@ Conneck Device

REV: 1.3
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& Device Property EJ

Fanufacturer : LISE 2.0

= o Model - Flash Disk

Device Type : Storage
Clueus Mame ;BN
status . Dewvice Free
Ccoupied By Marme @ MA

Occupied By IF: MNEA

[|Launch a program when this device cannects

Device Property dialog box displays information of the USB device. If the device is

occupied, it also displays the occupying PC name and the IP of the PC occupying it.

This dialog box provides a quite useful function. Check the Launch a program when
this device connects checkbox and provide the path to that program/utility/application
software, then the program/utility/application software would automatically starts up
after you connect the device.

This function is particularly useful when the USB device you connect works with an

application, such as scanning utility with a multiple function printer.
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File

The Quit function exits the program.

tions {00 Yiew (W) Help (H)

| Status | Infarmation
. Storage ﬂl Device Free LUSE 2.0Flash Disk.
== E
'
\% Search i Open Web Page
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Language

& USB Server
Filz (F} Migsa (4T Help (H)

guage (L) y W Engllsh -
Run this application when PC starts up, (8) TP =7 (Traditional Chinese) |
=1 T BEHEDET (Simplified Chinese)

Portugués (Portuguese)
Italiano (Ikalian)
Connect Device (E) Deutsch {German;
isconnect Device (D) Espanal {Spanish)
Francais (French)

EEX

Device Properties (B) Pwccimi (Russian)

Disconnect Storage Device when Idie (T) Palski (Palish)

Disconmect Printer when Idle (F) BHA-EE (lapaness)
Mederlands {Dutch)

=
=y )
i o] Search Conneck Device
= ‘ KED

You can change the utility’s language with this option. The default language would be

the same as your system’s language.
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Server Settings

& USB Server
File (F) Beleldaly=R{eyN Yiew (%) Help (H)
| k . i |
Device Langue.lge (L)_ . | Information
[ Run this application when PC starts up. (4) '
mm s B = =
= '; Server Configurations (S)

Open Weh Page (0
| Open Web Page (O) Fres 1 : EPSOM Stylus C45

Disconnect Storage Device when Idle (T)
Disconnect Printer when Ide (P

Lat
f Open \Web Page
-

=y
s Search
. \__%_ [=Fa [

Setting Server: Same function as the Setting Server option on the server icon’s right
click menu.

Run USBServer When PC Starts Up: This utility automatically runs when your system
starts up.

Open Web Page: Brings up the server’s configuration web pages.
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Device Settings

& USB Server E”EJE|
File (F) R8s Wiew (W) Help (H)

Language (L) 3
Run this application when PC starts up. (&)

Device Information

Server Configurations (S)
Cpen Web Page (O)

ree 1: EPSOM Skylus C45

Device Pronerkiss (B

Disconnect Storage Device when Idle (T)

Disconnect Printer when Ide (P

G
1 Open Web Page
ie

(i 0] Search

Connect Device and Disconnect Device: Connects and disconnects the selected

device.

Request Disconnect Device: When you want to use a device occupied by other user,
you can highlight that device and use this function. This sends a message to the
occupying user with your request. The occupying user would either release the device
or deny the request if s/he is still using the device.

Device Properties: Brings up the device properties dialog the same way as the Device

Properties option when you right click on the device icon.
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Search
When you are in need of knowing the status of all the servers and devices immediately,

use the Search button.

& LISAServer
File (E)  Ophions (23 View (W) Help (H)
Device | Status | Infarmation
_u” Storage [ﬁl Device Free SanDisk U3 Cruzer Micra
{‘. )
\% Search % Open Web Page

Clicking on the Search button triggers the program to immediately poll the network for
the status of all the servers and devices. The result will be updated to the tree view.
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View

The tree view in the main dialog has two display modes: “Servers and Devices” mode
and “Devices Only” mode. The default setting is “Devices Only” mode. You can toggle

between these two display modes with the View option on the control menu:

B

& USBServer

File {F) ©phions (23  Yiew (¥)  Help (H)

| = -7

ap” Storage

Device | Skatus

Iol Device Free

Y,
\k. }7 Search

| Infarmation

Sanbisk U3 Cruzer Micro

G
&. Open Web Page
—

Servers and Devices view

& LSBServer

EEX

File {E} Options (0 Yiew () Help {H)

Divice | Status

| Information

T
\k% Search @ Connect Device

Device Only View
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Help

About

&8 LSB Server |Z| E| |E|
File (F) Options {0 View (W) BEE(HEEH

| about (& ] . T
Device ou. (A) Information
= Log File (L) I |
i ; Extract Log File ()

G
\v‘% Search | ‘ E Open Web Page

About option brings up a dialog box with legal and other relative information displayed:

LUSBSerer
“ersion 2.0.64 , October-14-2008

PS5k DLL
Yersion 2.0.5.0 . June-15-2008

Copyright (C) 2008 LISE Server.
All rights reserved.

hittplfwnsnn. usb.org
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B

& LISB Server
Filz {F)  Options (07 View (W BRE N

Device F\huulf () | Information :
T = Log File (L) |
= B i Extract Lag File (%
= 1 r (1 q File: () |

lr‘.-.

\% Search ‘

G
& Cpen Weh Page

Enabling Log function allows the USB Server software to generate a log file that records

data which might help software developers debug a problem. So if you want to report a
bug, enable this function and repeat the steps to reproduce the bug. Once you have

seen the bug happen again, you can use the Extract log file function to extract the file

and send the file in for analysis.

-47 -
REV: 1.3



EST USB Server User Manual

Extract Log File

&8 LISB Server

File (F)  Options {0} Wiew (W) BelElsR{z)]

About (a)
v Log File (L)
EI Extract Log Fil

| Infarmation |

( W

\% Search J

=
E. Open Web Page

Clicking on this option brings up the folder where the log file is kept.

Favorites  Tools  Help _r?'l"

\‘D l@ ‘}_w] Search “ Faolders -
Address |03 C\Documents and SettingsiLemel_Test_xPlapplication DatalUSE Server by | Go
2 | :
i - — =" Config s log
File and Folder Tasks r = Configuration Setkings == | TextDooument
- 1kKB = 13,828 KB
'Ej Make & niew Folder

@ Publish this Folder to
the 'Web

&2 share this Folder

Prinker Auto-Connection Lisk
Text Document
1KB

1 'm 1]

Other Places

[ Application Cata

|E3 My Documents

[ Shared Documents

3 I Compiitsr |
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